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software Category:Digital art[Development of a screening method for hemoglobinopathies by capillary electrophoresis and

fluorescence polarization immunoassay]. A method of screening of hemoglobinopathies was developed based on the theory and
mechanism of electrophoresis. Red blood cell (RBC) electrophoresis was performed on capillary electrophoresis (CE) system

and the changes of mobility were detected by fluorescence polarization immunoassay. The separation efficiency and sensitivity
were enhanced by the pretreatment of acidified RBC to weaken the difference of electrophoretic mobility between the

abnormal and normal RBC, the appearance of abnormality were then detected in real-time by the immunoassay. The results of
the screening by CE were in good agreement with those by the traditional methods, which provided a new screening method for
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hemoglobinopathies.The invention relates to a process for manufacturing a laminated body with an antistatic layer. It is known
in the art of producing flexible printed circuits to apply an antistatic layer to the surface of a flexible film or sheet material, such
as a polyester film, by vacuum depositing metal-containing materials. The antistatic layer is generally applied on the surface of
the sheet material by electron-beam evaporation, in which the electron beam is used as a target material. It has been found that

the known processes for producing antistatic sheets or films have a number of disadvantages. When an antistatic layer is vacuum-
deposited on a polyester film with the aid of an electron beam, the contact resistance between the antistatic layer and the film is

too high, and the potential is too high in some areas of the film. These shortcomings are particularly apparent when thick
antistatic layers are deposited on the film. Moreover, the antistatic layer is usually connected to the film via a carrier material,

for example, a solid polyester film, which is applied to the surface of the antistatic layer and holds the antistatic layer in a
desired position. The carrier film is applied to the antistatic layer by 82157476af
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